
Narrow Element Reading Range Depth of Field Maximum Scan
Width Window

10.0 mil (.25mm) 2.5�-5� (63.5-127mm) 2.5� (63.5mm) 5.0� (127mm) @ 2.8� (71mm)
15.0 mil (.38mm) 1�-7� (25.4-178mm) 6� (152mm) 8.0� (203mm) @ 4.6� (116mm)
20.0 mil (.50mm) 1�-8� (25.4-203mm) 7� (178mm) 8.0� (203mm) @ 4.6� (116mm)
25.0 mil (.88mm) 1�-8.25� (25.4-210mm) 7.25� (184mm) 8.0� (203mm) @ 4.6� (116mm)
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Scan Rate:
200-300 scans per second
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Speci f icat ions

Depth of Field:
See read charts
(application/bar code dependent)

Laser Type:
Laser diode (650nm, 7 mW)

Visual Diagnostics:
Power, Transmit/Receive, Status,
Trigger/GO/NVC, five segment LED
bar graph

Bar code types:
All standard 1D symbologies

Connectors:
Pigtail cable with three standard
configurations

Weight:
0.40 lbs (0.18 kg)

Size:
Length - 1.7” (43 mm)
Width - 2.3” (58 mm)
Height - 1.3” (33 mm)

Temperature Range:
32°-120°F (0°-50°C)

Relative Humidity:
10%-90% non-condensing

Enclosure:
NEMA 4 (IP65)

Power:
5VDC or 10-30 VDC

Scanning Element:
6 facet polygon

Scan Angle:
+/- 40 degrees

Communications:
Serial Interfaces, up to 115.2K baud

RS232 with RTS/CTS support
RS485 Multidrop
RS422 Half-duplex (2 wire)

I/O
Trigger input (5-30VDC, optically
isolated)
2 outputs (current limited 100 mA,
optically isolated)

Options:
Small Scanner Interface
EM-50 Scanner Expansion Module
Mounting brackets

Safety approvals:
CE, UL, FCC, CDRH Class II

Service options:
Installation assistance
On-site training

Warranty:
One-year limited, parts and labor

The Accu-Sort
Quality System is
ISO9001 certified.

�x� element
mil mm
5 0.127

7.5 0.191
10 0.254
15 0.381
20 0.508
25 0.635

read chart
in mm
1 25.4
2 50.8
3 76.2
4 101.6
5 127.0
6 152.4
7 177.8
8 203.2
9 228.6




